JBS VIN Number Decoder

These never change

WMI from CVMA
WMI from CVMA
WMI from CVMA
Make

& w n = VIN Position
= © ¢« N VIN Codes

never change
never change
never change
JBS

Codes

(3]

Codes for trailer types

OnoO<«m

forage trailer

jeep

combination spreader
spreader

deck trailer

6 Codes for body type

OhWN O

no body (e.g. jeep)
end dump

side dump

chain floor 7 ft 4 in
chain floor 8 ft
convertible

7  Codes for trailer length

ZErNXccIOTMMOO®>

30 foot
32 foot
34 foot
36 foot
38 foot
40 foot
42 foot .
44 foot
46 foot
48 foot
50 foot
52 foot
51 foot
28 foot

8 Codes for number of axles

wWN -

single
tandem
tridem

Software 6a|culated for
each VIN

9 check digit X

calculated for each VIN

Each model year starts
October 1 of previous
calender year

10 Model year codes

FrX«eIOGTMMO

2013
2014
2015
2016
2017
2018
2019
2020




M 2021
N 2022
P 2023
R 2024
S 2025
T 2026
Plant location 11 Manufacturing plant 1 Mission
These do not change 12  WMI from CVMA 0 never change
13  WMI from CVMA § never change
14 WMI from CVMA 7__never change
Unique # for each trailer
from Engineering database 15 Serial number n must be numeric 0 to 9
16  Serial number n must be numeric 0 to 9
17 Serial number n__must be numeric 1109




